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REVISIONS
ZONE | LTR. DESCRIPTION DATE ECN | BY | CKD | APVD
— | = |INITIAL RELEASE 10/01/08| - - - -
A2 | A |REM(1) 8.95; ADD(1) 7.75 10/01/12| - FR | AA AA
A
| D H
K MODEL | PART NUMBER | DESCRIPTION
@ @ FP-45AS MODEL 45 FIBERGLASS POLYESTER SUMMING BOX
COMPLETE (SIGNAL TRIM)
,—@ — _ MODEL 45 FIBERGLASS POLYESTER SUMMING BOX
o] ® ® ® o) | FP-45AS-SP | COMPLETE (SIGNAL TRIM) W/SURGE PROTECTION
FP—45AL MODEL 45 FIBERGLASS POLYESTER SUMMING BOX
COMPLETE CEXCITATION TRIM)
J FP—45aE_sp |MODEL 45 FIBERGLASS POLYESTER SUMMING BOX
a E] C L COMPLETE (EXCITATION TRIM) W/SURGE PROTECTION
45 |ss-asas MODEL 45 STAINLESS STEEL SUMMING BOX
Grounding Plate £ COMPLETE (SIGNAL TRIM)
rounding Plate for _ _ MODEL 45 STAINLESS STEEL SUMMING BOX
8 /  Metol Condult Inputs SS—45AS-SP | COMPLETE (SIGNAL TRIM) W/SURGE PROTECTION
() @ @ SS—45AF MODEL 45 STAINLESS STEEL SUMMING BOX
N COMPLETE CEXCITATION TRIM)
plcs _ _ MODEL 45 STAINLESS STEEL SUMMING BOX
Grounding Lug For Mcples> Srounding Lug for SS—4SAE-SP | COMPLETE (EXCITATION TRIM) W/SURGE PROTECTION
Surge Suppresslon PN 2000-50 |GROUNDING PLATE FOR METAL CONDUIT INPUTS
A ] ] Cable fitting for
20 AWG cable(éplcsd
TECHNICAL SPECIFICATIONS:
@ @ @ E) [g' 1. MODEL: 45
@ @ 2. NUMBER OF LOAD CELL INPUTS: 4
B STAINLESS STEEL ! 3., LOAD CELL TRIM RANGE: SIGNAL TRIM, SECTION TRIM
FIBERGLASS ENCLOSURE 350 OHM LOAD CELLS: 3%
N 700 OHM LOAD CELLS: 5%
Q 4, LOAD CELL TRIM RANGE: EXCITATION TRIM, SECTION TRIM
350 OHM LOAD CELLS' 5%
o ° % % ° 700 OHM LOAD CELLS: 7%
Helght o = _ s DIMENSIONS S. LIQUID TIGHT STRAIN RELIEFS: 6
\ - a = = AlB[CI[DIETF 6. STRAIN RELIEF CABLE RANGE: 0.069 TO 0.395 INCHES
§H] )n( )n( ﬂg R STAINLESS STEEL 9i_5|31 1-iI37 630 9;?0 4-37 0-55 7. ALL CONNECTIONS VIA SCREW TERMINAL BLOCKS
- (=] =) - FIBERGLASS 8.50]/2.00]7.35[7.7514.35]0.30 | “D0 NOT ALTER WITHOUT AGENCY NOTIFICATION'
l Nl O[P[Q|RTIS
Q ﬁ ﬁ ° SUMMING CARD 6.79]0.75]5.00 6.25] 4.30] 0.14
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A
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